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NOTES

W= 34" FOR TRANSVERSE EXPANSION JOINTS UNLESS FIELD CONDITIONS REQUIRE A LARGER OPENING.
D= W UNLESS SILICONE JOINT SEALANT IS USED. THEN D= 7 W,
W= '4" TO %" FOR TRANSVERSE CONTRACTION JOINTS & LONGITUDINAL JOINTS.

THE CONTRACTOR MAY ELECT TO USE TAPE OR BACKER ROD TO MAINTAIN THE SPECIFIED SHAPE FACTORS FOR THE JOINT
SEALANT. THE ENGINEER MAY REQUIRE THE USE OF THE BACKER ROD IF THE TAPE METHOD DOES NOT PROHIBIT BOND OF THE
JOINT SEALANT TO YHE BOTTOM OF THE RESERVOIR OR IF THE BOTTOM OF THE RESERVOIR 1S TOO LOW TO MAINTAIN THE
SHAPE FACTOR AND THE '4" TO %g" CLEARANCE BETWEEN THE TOP SURFACE OF THE JOINT SEALANT AND THE ROADWAY SURFACE.

. SEE SECTION 520 OF THE SPECIFICATIONS.

THE INITIAL SAW CUT SHALL BE T/4 + !4 AND SHALL BE COMPLETED WITHIN 24 HOURS AFTER PLACEMENT OF CONCRETE.

. COST OF JOINTS SHALL BE INCIDENTAL TO THE PRICE BID FOR CONCRETE PAVEMENT REPAIRS OR CONCRETE PAVEMENTS.
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